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S.C.S.I. CABLES... .5...2..00. 2 eee eeccneceseceence + eeiteg seins sates = soe 
CABLES... i.e icbeccsescescecsstresceccobueeescces cies beeeeserhile tset eesti: =.= ee, 


FOR 

Data 
Telecommunication 
Medical electronics 
Aerospace/Aviaionics 
Instrumentation 
Broadcast 


SPECIFIC SERVICES INCLUDE: 
Proto-typing 

Small volume production runs 

Large volume production runs 

Private labeling 

Ue /,G.S A. cables 

Design assistance 

Quality assurance programs 

Custom tooling 

Domestic/off-shore manufacturing 


STANDARD CABLES MANUFACTURED 
RS232, RS442, RS449 and all D-style 

IDC (insulation displacement connectors) 

eos 

7 RJIl, Rj45/Telco 

| ee SCSII and SCSI 1 

High density 

Local area network cables 

Broadcast (circular mil spec connectors) 

Coax 


ALSO AVAILABLE: 

Connectors (D-sub, IDC, DIN. Cardedge, etc.) 
Telephone accessories 

Bulk cable 

Computer accessories 


IBM TOKEN RING SYSTEM 


The IBM token ring has adopted as its internetworking standard, is the fastest growing network for new installations. In 
addition to being supported by IBM, the Token Ring Network features a 4 Mbps data rate, a relatively easy Physical Toplogy 


to install and a very reliable accessing scheme. 


8 STATION MAU 


DATA CONNECTOR PATCH PANEL 
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MODULAR PATCH PANEL 


lalalalal 
==a= = 
lalallala! 
== 
lalelala! 
=== 


COAX TERMINAL 


BALUN 


DATA 
CONNECTOR 
TO MODULAR 
7 ADAPTER 
rT E. TWINAX TERMINAL 


DATA Ge 


OUTLET TWINAX BALUN 


DATA CONN 
TO COAX BALUN 
a COAX 
CABLE 
VOICE/DATA 


OUTLET 


daignostics. 


TELEPHONE 
G 
L= PUNCH DOWN 
ar BLOCK 
MODULAR 
WALL PLATE 
MODULAR 
ADAPTOR 
LNOSO 
TOKEN RING MAU(DATA CONNECTOR) 
Fratures: 
* Complies IBM Token Ring & IEEE802.5 
* Fully compatible with IBM 8228 MAU 
* 10 Data Connector (8 lobes, 1 ring-in, 1 ring-out) i j 3 e 
* Provides LED indicator for each station port to facilitate easy network € | be ij 


* Uses star wiring to facilitate flexible system configuration. 
* Toplogy with Star Type Physical Ring 

* Use powerless operation. 

* Meets FCC Part 15 Subpart J, Class A requirements 


— eee 
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TOKEN RING MAU 


* LNO51: Supports 8 Workstation with RJ11 jacks. 2 standard data 
connectors (1 for Ring-in, 1 for Ring-out) 

TYPE 3 TOKEN RING MAU 

* Complies IBM Token Ring & IEEE802.5 

* Toplogy with Star Type Physical Ring 


* Provides LED indicator for each station port to facilitate easy network 
daignostics. 


* Uses star wiring to facilitate flexible system configuration. 
* Uses powerless operation. ° 


ema pee Sa 
* Meets FCC Part 15 Subpart J, Class A requirements Nee 20 


AS Lobe Expenders (UTP) 


DATA CONNECTOR 
TO D89 CABLE 


TYPE 3 FILTER 


RING IN RING OUT 4-PORT TYPE 3 MAU 


5-PORT 


TWISTED PAIR TWISTED PAIR 
(UP TO 1000 FT ) (UP TO 1000 FT ) 
WK E: 


AS Lobe Expenders (Data Cable) 


TYPE 3 MEDIA FILTER 
ON TO OTHER TYPE 3 MAU (RJ-11 CONNECTOR) 
4- OR 8-PORT 
TYPE 3 MAU 


4 more lobes with MAU-4UT Added 


* LNO52: Supports 8 
Workstation with 
RJ11 jacks, Dual 


* LNO55: Supports 
Workstation with 
Data connector and 


Media Capability. 
Each Ring-in and 
Ring-out provides 
with RJ-11 jack 
and data connector 
to handle either 
need. 


RJ11 jack, Dual 
media _ capability 
each Ring-in and 


Data connector to 


handle either needs. 


* LN053: Supports 16 Workstation with RJ-11 jacks, Dual Media Capability. 


Each Ring-in and Ring-out provides with RJ-11 jack and data connector 
to handle either needs. 


FOR IBM-TYPE 1 (DATA CONNECTOR) 

PATCH PANELS are a convenient means to mount the Data Connector 
and distribute IBM Data Connections. They can also be configured in 
a star-wired ring topology, thereby facilitating moves and changes 
involving PC’s or CPU’s on a Token Ring network. 

The Distribution Panel “is available in 12, 16, 32, and 64 port 
configurations. Data Connectors must be ordered separately. 


. Connector 


Item No: ; oe. 
W/Conn. ne : He aes , oe —r es : Sos “Ww O Da 
LN060-12 LNO061-12 34" (8.89 cm) High. 


LN060-16 LNO61-16 
LN060-32 LN061-32 
LN060-64 LN061-64 


54" (13.335cm) High 
844" (22.225cm) High 
15¥s" (40.005cem) High 


Data Connector Only 


FOR IBM-TYPE 2 (DATA & VOICE CONNECTOR) 


The COMBINATION DISTRIBUTION PATCH PANEL is for ag | 
both modular IDC Jacks and Data Connectors. This Panel is Oo copspeerl 
designed to terminate voice and/or low speed data pairs of Type 


1 or Type 2 cable. 

The Combination Distribution Panel is available in two 
configurations: | Modular Port under each Data Connector 
Port, and 2 modular ports under each Data Connector Port. 
In the Dual Modular, Connector version, Data Connectors and 
Jacks can be ordered separately. 


Dimensions 
Item No: Item No: : Connector W: 19” 


eee Ports 
W/Conn. W/O Conn. ye os (W/O Data Connector) 


LN062-24 LN063-24 24 (12 Data, 12 Voice) 
LN062-32 LN063-32 


LN062-36 LN063-36 


Data Connector & 3A" High 


52 (16 Data len ice) Modular IDC Jack. 5 Ys" High 


36 (12 Data, 24 Voice) 544" High 


FOR VOICE CONNECTOR PATCH PANEL 


Note: (A) Voice connector Can be ordered 
separately or with the panel 


Voice 


Item No. 


W/Conn. 


LN064-24 


Item No: 


W/O Conn. 


LN065-24 


LN064-32 


LN065-32 


LN064-48 


LN065-48 


32 


16x 2 Row 


connector 
Type 


3 Pair (6C) 
4 Pair (8C) 


Dimensions 
W: 19” 


3 Pair (6C) 
4 Pair (8C) 


48 


16x3 Row 


3 Pair (6C) 
4 Pair (8C) 


LNOS9 (MCL LOOP METAL PANEL) 
MCL Loop, Mounts in standard 19” distribution rack 


M TOKE 


a= eS => all 
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_ SPEC: DB9P (M) TO 4P DATA CONN. 
THIS CABLE IS USED TO ATTACH THE IBM PC WITH AN IBM 
TOKEN RING ADAPTER CARD TO THE IBM CABLING SYSTEM 
CONNECTOR/FACEPLATE OR DIRECTLY TO AN ACCESS UNIT 


LN205 

VY mCABLE 

THIS CABLE IS USED AT THE DISTRIBUTION PANEL 

TO CONNECT MORE THAN ONE WORKSTATION, DISPLAY 
STATION OR PRINTER TO THE SAME ‘‘PORT”’ OR LINE. 


N RING CABLES 


LN225 

TWINAXIAL DIRECT CONNECT CABLE 

SPEC: DATA CONN. TO TWINAX CONN. 

USED FOR CONNECTING THE LAST (OR ONLY) 
WORKSTATION IN A‘DAISY CHAIN’’ OR FOR ATTACHING 
AN IBM SERIES/1 LOCAL COMMUNICATIONS CONTROLLER 


LN204 

TOKEN RING PATCH CABLE 

USED FOR EITHER AS PATCH IN THE WIRING CLOSET OR AS 
EXTENSION CABLES IN WORK AREAS. 

WIRE: IBM TYPE 6 CABLE 


LN220 

TYPE 3 JUMPER CABLE 

SPEC: 4P DATA CONN. TO OPEN END 

USED TO ATTACH THE TYPE 3 SPECIFIED MEDIUM TO AN 
IBM TOKEN RING NETWORK MULTISTATION ACCESS UNIT. 


LN250 
TOKEN RING CABLE 
SPEC: 4P DATA-CONN. TO 2x BNC CONN. 


LN215 
IBM SYSTEMS CABLE 
SPEC: DB15P MALE TO IBM DATA CONNECTOR 


LN218 

EIA/RS422A ATTACHMENT CABLE 

SPEC: DB25P (M) TO 4P DATA CONN. 

USED TO CONNECT IBM 3101 DISPLAY TERMINAL OR IBM 4975 
PRINTER MODELS OIL AND O2L. 


DATA CONNECTOR AND PLATES 


LN100 


IBM DATA CONNECTOR 
EACH CONNECTOR HAS FOUR 
COPPER CONTACTS AND AN 
INTERGRAL GROUNDING 
SHIELD. CONTACTS ARE 
SELFSHORTING, FOR EASIER 


TESTING. 


LN108 
SINGLE CABLELESS BALUN 
THESE BALUNS ARE USED TO 
ATTCH TO IBM 3278 

LIKE COAXIAL TERMINALS 
AND THE RELATED CONTROL 
UNITS 


LN104 

DATA CONNECTOR TO RJ12 
(6C6C) ADAPTOR 

THIS ADAPTOR ALLOWS USER 
TO CONVERT A CABLE OR 


PORT WITH DATA CONNECTOR 
TO A RJ12 MODULAR PORT. 


LN109 

DOUBLE CABLELESS BALUN 
THE DOUBLE CABLELESS 
BALUNS ARE ABLE TO 
CONNECT TWO IBM 3278-LIKE 
TERMINALS OVER A SINGLE 
IBM CABLING SYSTEM DATA 
CABLE 


LN105 
DATA CONNECTOR TO RJ45 
(8C8C) ADAPTOR 

THIS ADAPTOR ALLOWS USER 
TO CONVERT A CABLE OR 


PORT WITH DATA CONNECTOR 
TO A RJ45 MODULAR PORT. 


LN110 
DATA CONN. TO BNC/TNC 
ADAPTOR 


USED TO CONNECT WANG 
SYSITEMBV.S;) © lS ae 


LN130 
TWINAX TESTER ADAPTOR 


LN115 
3PAIR KEYSTONE JACK 
LN117 
4PAIR KEYSTONE JACK 


LN120-1 
IY PEERAGE REATESUSEDEL® 


CREATESA 
WALELSSOCKET 
DATA CONNECTOR INTO THE 
BACK OF THIS FACEPLATE, 
IT’S MADE OF TOUGH PLASTIC 
INA NEUTRAL LIGHT BEIGE. 


WORKSTATION 
JUST SNAP A 


LN120-2 

DY RESRACERIGATE 

SAME AS LN120-1 BUT ONE 
MORE OUTLET TO SNAP A 
KEYSTONE JACK, TO 


CONNECT VOICE EQUIPMENT. 


LN120-3 

TYPE 3 FACEPLATE 

NEW DESIGNED MODEL,TWO 
OUTLETS TO SNAP TWO 


KEYSTONE JACKS. 


LN125 

CONNECTION BOX FOR LN120 
SERIES. A MAGNETIC BACK 
ING PROVIDES FOR’ SIMPLE 
YET SEMI-PERMANENT 
ATTACHMENT TO STEEL 


FURNITURE AND WALL 
PANELS. 


LN130-5 


LN138 LN135-14 


ps9 
a a 


LN132] BOTTOM BOX FOR LN130 SERIES DIMENSIONS: 72mm x 112mm 
LN138 | BOTTOM BOX FOR LN135 SERIES DIMENSION: 80mm x 80mm 


LN130-4 


LN135-8 


LN130-3 


LN135-3 


DATA & TELEPHONE APPARATUS 


Data 
Switch 


PATCH PANEL 


Connect-Air Patch Panel are designed to provide easy,convenient and reliable patching for all your requirement.All our 
q 

patch panel are100%tested.Using standard telecommunication components, All patch panels, unless otherwise specified, 

are disigned to be palaced into standard 19” Rack or Communication Cabinets, and are wired for 2,4,6 or 8 wire voice 


or data systems. 


The Panels convert the 25 pair connector into a cluster of modular RJ11 or RJ45 jacks. There are printed port number 
on each jack to correspond to both assigned terminal/phone workstation outlets and referenced host communication ports 
of the computer, voice/data switch, or mux, etc. 


MODULAR PATCH PANEL 


20. pat ewe sae 


8 ey ae ee pi, Beet eae) 
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“PAT NO 49229 


To supply the best products to our valued customers, we develop positively the most 
advanced and economical Patch Panel recently. Using the 4 jacks kit instead of 4 
x 647 jacks, it is not only reducing cost but also making installation — easily 
that no screws and tool needed just press down the jacks kit. 


Connect-Air supplies. this item inSKD package too. You could connect the pin 
diagram by yourself according to your needs. We assure you that you will be 


fully satisfied with its simple installation, attractive aspect and competitive price. 


19” MODULAR PATCH PANELS 


~TP100-01 
TP100-02 
TP100-03 
TP100-04 
TP100-05 
TP100-06 
TP100-07 
TP100-08 
TP100-09 
TP100-10 
TP100-11 
TP100-12 
TP100-13 
TP100-14 
TP100-15 
TP100-16 
TP100-17 
TP100-18 
TP100-19 
TP100-20 
TP100-21 
TP100-22 
TP100-23 
TP100-24 
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Ordering Information 


. Part No. 

. Wiring Diagrams 

. Contacts gold plate thickness. 

. 50p Telco connector in Male or Female gender. 

. TP101 Series disable supply Item TP101-20, TP101-22, TP101-24. 
EX: TP102-15M (6C 48 Ports with SOP male Telco conn.) 

* TP100 Series: New designed patch panel. Fix jacks kits with screwless. 
TP101 Series: Harmonica patch panel. Combined with harmonicas. 
TP102 Series: Traditional patch panel. Fix jacks with screws. 


A hwWN — 


IBM-TYPE DISTRIBUTION PATCH PANELS 


D-SUB MINIATURE PATCH PANEL 


Item No. 
With Conn. 


Item No: 
Without Conn. 


Connector Type 


Female 


Coe hed . 


Ports 

OS 
eee 
a a 


32 
TP122-32F TP123-32 32 DB-15(F) 
2 


-0-0:6-6:6-0:6-6-8- “0-6-0-6-6-6 


TP124-16F 


TP124-32F 


D-SUB MINIATURE FEED THROUGH 
PATCH PANELS 


REAR VIEW of feed-through bulkhead patch panel (Gender changer) 


Description Dimensions 
Item No. eo Connector Type a 
a W: No./Wires - Height 
With Conn. Female , 
P22NoPos: W: 19 


TP126-16F Feed-Through to DB-25F DB-25(F) 


TP128-16F Feed-Through to DB-15F DB-15(F) 


TP130-16F Feed-Through to DB-9F DB-9 (F) 


RS232 MODULAR ADAPTER PATCH 


PANELS 
Description Dimensions 
ae Ponts We No./Wis Tee ~ Height 
i P: No:/Pos: 3 Ws 19” 

TP140-01 | 16 i 4W x 6P Modular feed through DB25 M or F 328 

TP140-02 16 4W x 6P Modular feed through DBIS M or F Bie 

TP140-03 | 16 4W x 6P Modular feed through DB9 M or F 3" 

TP140-04 16 6W x 6P Modular feed through DB25 M or F 32" 

; * P140-05 16 6W x 6P Modular feed through DB15 M or F Sips 
TP140-06 a 16 if 6W x 6P Modular feed through DB9 M or F Bes 
TP140-07 16 8W x 8P (Keyed) Mod. feed through f< DB25 M or F SMA! 
rP140-08 16 | 8W x 8P (Keyed) Mod. feed through DBIS5 M or F Bee 

ey P140-09 | 16 8W x 8P (Keyed) Mod. feed through | DB9 M or F 3A" 


ORDERING INFORM. 
TP130-01X 
X: (M) MALE OR (F) FEMALE 


IBM-TYPE DISTRIBUTION PATCH PANELS 


COAX BULK HEAD PANELS 


_ Dimensions 


tem _Item No: | Connector Type | _ Dimensions 
a w/OConn, | Female | Width = Height 


TP160-16P BNC (F) L9G x ays" 
TP160-24F TP160-24P BNC (F) iy x 3%" 
TP160-32F TP160-32P BNC (F) hey x ain 


COAX FEED-THROUGH PANELS 


TWINAX BULKHEAD PANELS 


TP160-16F 


Dimensions 
Width Height 


Connector Type 
Female 


24 
2 


Connector Type Dimensions 
Width Height 


Twinaxial (F) 1938 


Twinaxial (F) 19” x 5%” 


Twinaxial (F) Oe X<aia 


TWINAX FEED THROUGH PANELS 


Deccan Connector Type Dimensions 
Ag one Female Width Height 


TP172-16F Twinax Feed-Through Twinaxial F-F 19” x 3" 


TP172-24F Twinax Feed-Through Twinaxial F-F 19” x 5%" 


TP172-32F Twinax Feed-Through TWinstial FF 


IBM-TYPE DISTRIBUTION PATCH PANELS 


BALUN MODULAR PATCH PANELS 


Active 
RJ pins 
- Signal Shield 


; 
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Description 


BALUN CONCENTRATOR 


50 Pin Connector Dimensions 
No. Of Pin H__W 19” 


Item No. 


32F BNC Baluns to Signal #1-16 
2M 50 Pin Connectors Ground #26-41 


TP152-32 


24F BNC Baluns to Signal #1-24 
1M 50 Pin Connector Ground #26-49 


TP152-24 


BNC/TNC BALUN PANEL 


Dimensions 
H__W 19” 


Item No. Description 


16F BNC/TNC to 
50 Pin/M Connector 


TP154-16 


MODUALAR BREAKOUT BOXES 


Two model (plastic or metal box) are available. 

Easy install with predrilled mounting holes and double back tape. 
Combined 1 Malw S50p and | Female SOP can be used in a ‘‘Daisy 
Chain’’ with 25 pair extender cables to connect terminals at different 
locations in a room. 


Conductor 
(Plastic Hood) (Metal Hood) 


TP116-1 TP117-1 


TP116-2 TP117-2 
ORDERING INFORMATION 


EXP: TP116-1X TP116-3 TP117-3 
X: (M) MALE OR (F) FEMALE 


TP116-4 TP117-4 


IBM-TYPE DISTRIBUTION PATCH PANELS 


CLUSTER PANEL: 


TP115-1 
TPi-2 
TP115-3 


ame NICA 


LN850-12M 


HARMONICA 


Telco 50 
Wiring 


160 x 120 x 30 


Signal: 1-12 
Ground: 26-37 


Signal: 1-12 
Ground: 26-37 


MODULAR JACK 


TP901 50P MALE TO 6PCS 


50P MALE TO 8PCS 
50P MALE TO 12PCS 


MODULAR JACK 
MODULAR JACK 
MODUALR JACK 


4C 
50P FEAMLE TO 6PCS 8C 
50P FEAMLE TO 8PCS 6C 


RELAY RACK 
Item No.: TP050-6 L 6FT 
TP0S5S0-4 L = 4FT 


Il 


19” VERSION 


MODULAR PATCH e 


TP164 
BREAK OUT BOX 
FOR — 3 SYSTEM AS400 


MODUALR JACK 


50P FEAMLE TO 12PCS 4c. | MODUALR 


uy ¥ 
Feeceaeeseaad — 
| 8885 ETRE EES 
” 9000000000000000 


: 66660566888 88558 


Loaded Relay Rack 
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TELEPHONE ACCESSORIES ~ 


ag 


TC045 TCO050 . 

OCTOPUS CABLES PATCH CORD 

TC045-01 50Pin M To EXT CABL 
6Pcs 8C cords TCO0S50: SOP. 


TC045-02 50Pin M To 
8Pcs 6C cords 
TC045-03 50Pin M To 
a 12Pcs 4C cords 
TC046-01 50Pin F To 
6Pcs 8C cords 
TC046-02 S5OPin F To 
8Pcs 6C cords 
TC046-03 50Pin F To 
12Pcs 4C cords 


TCO0S1: 50P 1 


= wales 
2 ae 


FLUSH MOUNT WALL 

JACK 

TA205-4: (6P4C) 

TA205-6: (6P6C) 

TA205-8: (8P8C) 

TA205-9: (83P8C. WITH 
KEYED) 


DUPLEX FLUSH MOUNT 
WALL JACK 
TA206-44:(DUPLEX 6P4C) 
TA206-66:(DUPLEX 6P6C) 
TA206-88:(DUPLEX 8P8C) 
TA206-99:(DUPLEX 8P8C 
WITH KEYED) 
_TA206-89:(DUPLEX 8P8C 
: ONE WITH 
KEYED) 
TA206-68:(6P6C + 8P8C) 
TA206-69:(6P6C + 8P8C 
WITH KEYED) 


FLUSH MOUNT WALL 
JACK (IDC TYPE) 
TA200-4: (6P4C) 
TA200-6: (6P6C) 
TA200-8: (8P8C) 
TA200-9: (8P8C WITH 
KEYED) 


DUPLEX FLUSH MOUNT 
WALL JACK (IDC TYPE) 
TA202-66:(DUPLEX 6P6C) 
TA202-68:(6P6C + 8P8C) 
| TA202-88:(DUPLEX 8P8C) 
/TA202-89:(DUPLEX 8P8C 
ONE WITH 
KEYED) 


) 
Ne 


DUPLEX SURFACE MOUNT JACK (IDC TPE) 


DUPLEX SURFACE MONIT JACK SURFACE MOUNT JACK 
TA102-66: (DUPLEX 6P 6C) TA100-4: (6P4C) TA120-66: (DUPLEX 6P6C) 
TA102-88: (DUPLEX 8P8C) TA100-6: (6P6C) TA120-68: (6P6C + 8P8C) 

_ TA102-89: (DUPLEX 8P8C ONE WITH TA100-8: (8P8C) TA120-88: (DUPLEX 8P8C) 


= KEYED) TA100-9: (83P8C WITH KEYED) 


TA120-89: (DUPLEX 8P8C ONE WITH KEYED) 


BNC Type Specification: 


* Compatibility: RG 62A/U coaxial 93 Ohm 
Application: IBM 327X series Category A, ITT7411, LEE DATE 1214, 
Harris, Memores. 

Data Rate: 0.5M bps to 5M bps 

Insertion Loss: 0.8 db 

Effective Transmission: Up to 1000ft or 330M (Optional up to 2000ft or 
660M) on 22/24 AWG twisted pair data cable. 3 

LN800: BNC (F) TO RJ11 

LN801: BNC (F) TO RJ45 

LN802: BNC (M) TO RJ11 

LN803: BNC (M) TO RJ45 


TWINAX Type Specification: 


* Compatibility: Twinax Cabling 1000hm, UL style 2498 

Application: IBM 34,36,38, 5294 R.W controller. 

Data Rate: 0.5M bps to 5M bps 

Insertion Loss: 0.8 db 

Effective Transmission: Up to 1000ft or 330M (Option up to 2000ft or 
660M) on 22/24 AWG twisted pair data cable. 


LN810: TWINAX (F) TO RJ11 
LN811: TWINAX (F) TO RJ45 
LN812: TWINAX (M) TO RJI11 
LN813: TWINAX (M) TO RJ45 


WANG Type Specification: 


* Compatibility: RG 59u BNC/TNC pair, 75ohm 

Application: WANG VS, OIS system 

Data Rate: 0.5M bps to 10M bps 

Insertion Loss: 0.8 db 

Effective Transmission: Up to 400 ft or 120M on 22/24 AWG twisted pair 
cable. 


LN820: WANG TO RJ11 WITH 6” RGS9U CABLE 


LN816 
T-ADAPTOR LEAD 


LAN WORKSTATION 


LNS15 
PASSIVE HUB 


Active Hub Active Hub 


a 
ee ae 
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Server w/16-Bit 


Server Card 
Up to 100 ft. 
(30.5 m) 
IBM® ps/2e with 
Passive Hub ARCNET® Card for 


Micro Channel™ 


PC or AT® 
Workstations 
with ARCNET Card 


LNSOO 
ARCNET DISKLESS WORKSTATION 


The ConnectAir adavanced All-in-one board Combines an intergrate 
mother board, 3088A2 monochrome graphics display chip, 2 serial/2 parallel 
ports, and built-in Arcnet interface in a baby-size board. 


SPECIFICATION: 


* 2 Serial/2 Parallel ports on board. 
* Processor: 80286-12 microprocessor with a G-2 chipset, 80287 math 
coprocessor socket. 
Speed: Working at 12.5 MHZ one wait state. Speed and wait state 
selected by software or hardware. 
Memory: available from 512k up to 4 MB on board, with interleave 
mode and EMS supported. 
* One 3 1/2” 1.44MB floppy disk drive for data backup. 
Toplogy: Meets IEEE 802.4 physical interface standards, supports Token 
Bus protocol, a combined string of Star and Bus toplogy, boot 
ROM sockets for diskless workstation, provides full NetWare 
working environment. 
Expansion: With one 16-bit bus slot board to add two 8 or 16 bit 
expansion slots, for Ethernet, EGA or VGA card etc. 
Case: Slimest slide-in case, Dimension: 60mm x 335mm x 380mm 
(Ea Wie als) 
* Power supply: Input : 90-260V at 50/60Hz autoswitchable 
Output: + SVDC/3.5A, — 5VDC/0.15A 
+ 12VDC/0.5A, — 12VDC/0.15A 


ACTIVE HUB 


LN510 ActiveHub 


FEATURES: 

* Up to 8 coaxial port 

* Conforms fully to the ARCNET Standard 

* Maximum distance of 610m (2000 ft) between ActiveHub and ArcBoard 
or another Active-Hub by using coaxial cable 

* Activity LED indicators for each individual port 

* Wall mountable 

* Switchable line voltages: 100V to 125V and 200V to 230V 

*'Modular design, can be stackable for easy expansion 

* Internal cascade design to save active ports, can be expanded to 16, 24, 
and 32 ports 


* Slim case 

SPECIFICATION: 

Active Hub BNC 610m (2000 ft) 
100 — 125 VAC or RG62A/U 305m (1000 ft) 
200 — 230 VAC Polarized, Unbalanced 0°C — 50°C 
47Hz — 63 Hz 93 Ohm 10% — 75% 
30W max. 15 Vpp typical 1.90kg 


4.0 Vpp ZS NDS G5 


BI-INTERFACE CONVERTER 


TI EEE EE 
GD550 BI-INTERFACE CONVERTER 


* Bidirection conversion in one unit. 

* Controlled by high performance M.P:U. 

* Multi-protocol HANDSHAKE/FLOW CONTROL on serial end. 

* Standard buffer for 64 byte. Optional up to 64k byte. 

* Programmable special codes/protocols conversion are available upon 
request. 


SPECIFICATION: 
PARALLEL END: 
* INTERFACE: 
Centronics compatible parallel printer interface. 
* SIGNAL SUPPORTED: 
-Strobe, DO-D7, -Acknowledge, Busy, Error, Select. 
* SIGNAL LEVEL: 
TTL compatible. 
SERIAL END: 
* INTERFACE: 
EIA-232/V.24 compatible serial interface. 
* SIGNAL SUPPORTED: 
TD(#2), RD(#3), RTS(#4), CTS(#5), DT R(#20(. 
SPEED: 
Selectable from 19,200 B.P.S. to 110 B.P.S. 
* WORD LENGTH AND PARITY: 
8 bits without parity, or 7 bits with odd parity or no parity check. 
SOFTWARE HANDSHAKE/FLOW CONTROL: 
XON/XOFF, ETX-ACK or none. 
BUFFER MEMORY: 
64 byte included on basic unit. Expandable to 2K, 8K, 32K 64K byte. 
POWER REQUIREMENT: 
9 VDC, 400ma. Power adapter available for AC 110V/60Hz and 
220-240V/50Hz. 


APPLE TALK AND APP-NET KITS | 
a 


Connect-Air offers two LocalTalk kits. These kits are alike, with the exception of the type of plug (attached by a short cable to the connector box) 
used for connecting to the appropriate port on your computer, printer, or file server. 


CA700-M8 W/MINI DIN 8P MALE 


Use this kit for a variety of Apple computers, including the Apple IGS, the 
Macintosh Plus, the Macintosh SE, and the Macintosh I, and for the 
ImageWriter® I printer with the LocalTalk Option. 
INCLUDING: CONNECTOR BOX 

APPLE TALK CABLE 2METER 

EXTENDER 


CA700-D9 W/DB 9P MALE 
Use this kit for Macintosh 128K, 512K, and 512K enhanced computes 
INCLUDING: CONNECTOR BOX 


APPLE TALK CABLE 2METER 
EXTENDER 


ImageWriter™ II 


Macintosh Plus Macintosh 128K, 512K 


Macintosh XL 


APP-N ET CONNECTOR KITS (PHONE NET & PLUS COMPATIBLE KITS) 


APP-NET does what no other AppleTalk” compatible network can. It lets you use existing telephone wiring, connectors and accessories to network your 
Macintosh" computers. And it has greater distance and node capacity than LocalTalk™ networks. Most importantly, APP-NET makes newer 


easy and reliable. APP-NET PLUS Connectors, equipped with 
RJ-11 modular connectors and 4 feet modular extension cables, 


plug right into your telephone wall boxes. ~ 


= 


= 
PSS 
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SPECIFICATIONS: 
CABLING: STANDARD, 24-26AWG UNSHIELDED TELCO CABLE 
ITEM NO. _DESCRIPTION DATA RATES: SUPPORTS APPLETALK® NETWORK SPEEDS UP TO 


APP-NET WITH MINI DIN 8P ENDS 
Be « CONNECTORS: RJ-11 MODULAR JACKS 
CA702-M8 FOR MAC?, SE, II, APPLE Ilgs, Ie 


or IMAGEWRITER II 


EACH KITS CONTAINS: 

APP-NET WITH D9P (1) CONNECTOR BOX 

FOR MAC 128, 512, LASERWRITER (2) 6FT TELEPHONE . CABLE BOTH SIDE WITH RJ-11 PLUG 

APP-NET PLUS WITH MINI DIN8P (3) TERMINATOR: W/120 Ohm RESISTOR 

CA703-M8 FOR MAC*, SE, Il, APPLE llgs, Ile (4) 6FT RJ11 TO MINI DIN 3P PLUG ADAPTOR CABLE , USED 
FOR CONNECTING APPLE TALK (OPTIONAL ITEM) 

(5) PACKAGE: BY GIFT BOX 


CA702-D9 


or Imagewriter II 


APP-NET PLUS WITH D9P 


‘A703- 
CATE FOR MAC 128, 512, LASERWRITER 


lw 


DA213P 

* 64K or 256K buffer memory are available. 

* Allow two users to share one printer. 

* Automatic RAM test when power on. 

* Completely automatic selection and operation. 

* Independent to brand model and O.S. of computers. 
* Fully transparent on print control code and data. 

* LEDs tell operation status including used buffer size. 
* Manual selection available. 

* Supports temporary stop on data output. 

* Selectable time-out from 5 to 60 seconds. 


\UTO SWITCH & PRINTER BUFFERS 


a @ 


DA415P 
* 64K, 256K or 1MB buffer memory are available. 
* Allow Four users to share one printer. 
* Automatic RAM test when power on. 
* Completely automatic selection and operation. 
* Independent to brand model and O.S. of computers. 
* Fully transparent on print control code and data. 
LEDs tell operation status including used buffer size. 
* Manual selection available. 
* Supports temporary stop on data output. 
* Selectable time-out from 5 to 60 seconds. 
* Form feed Selected by Dip Switch. 


* 


DA210P 2 TO 1 PARALLEL POCKET AUTO SWITCH 
Enclosure with high impact plastic 

Centronic Parallel interface 

Connector: 3 x DB25 (F) Connector 

Power: DC 9V, 100mA 

Time out: 8 Seconds 

Dimension: 26mm x 103mm x 81mm 

DA210S 2 TO 1 SERIAL POCKET AUTO SWITCH 
Enclosure with high impact plastic 

RS-232C Serial interface 

Connector: 3 x DB25(F) Connector 

Handshake: RTS/CTS (or DTR/DSR) X-ON/X-OFF, ETX/ACK. 
Input port — DCE Mode 

Output port — DTE Mode 

Transmission speed: 150 — 19,200 bps 

No power required 

Dimension: 26mm xX 103mm x 81mm 


RS232 Model CS-200F, CS-201M (1-6, 8-25) (7 ground) 
CENTRONIC: Model CS-102F (1-18, 31, 32, 34, 35, 36 (19-30, 33 ground)) 
Model CS103F, CS104F D25P (1-14, 15, 16, 17 (18-25 ground)) 


Lael 

CN36P (1-14, 32, 31, 36 (15-30, 33, 35 ground)) 
CS COMPACT SERIES 
Enclosure with high impact plastic 
Connected with Printed Circuit Board 
Durable push button switch offers more than 20.000 times life 
Compact size can be installed in anywhere or removed at any time 
24 wires connected 
Dimension: 73mm xX 25mm xX 113mm_ Weight: 16g 


19 


AUTO DATA SWITCH (PARALLEL TYPE) 


aay 


AUTO 4 To | 


PRINTER swrTcry 
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ON/OFF Power 


PAUSE 
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PRODUCT LIST: 


MODEL DA410P 


NO. OF INPUT 4 


TYPE OF CONNECTORS 25 pins Sub-D 


DIMENSION WxDxH (mm) EOSSGl 55555 
SHIPPING WEIGHT (ke) 


DA410P 


* Sharing one printing device in multicomputer system. _ - 


* Completely automatic selection and operation. No switch to turn, no cables — 


to swap. : 
* Independent to brand model and O.S. of computer. < 
* Fully transparent on print control code and data. 
* Push button supports manual selection. 
* Automatic power controlled by printer. 
* Selectable time-out from 5 to 60 seconds. “ 
* Optional memory buffer adapter at 256K to 1024K makes a high 
performance printer buffer. 


SPECIFICATION: 

SIGNALS AND PROTOCOL: 

Centronics compatible parallel printer interface for both input and output 
ports. 

INTERFACE: 

TTL Compatible level. 


SERVICE METHOD: 

* Automatic selected by integrated electronic circuits. 

* Manual switch if required. 

TIME-OUT: 

5, 20, 40 and 60 seconds selectable. Other internal upon request. 
POWER SUPPLY: 

9V AC/DC 500ma. Power adapter available for AC 110V/60Hz and 
220-240V/50Hz. 


AUTO DATA SWITCH (SERIAL TYPE) 
I 


DA-410S Ly Y AUTO4 TO | 


SERIAL SWITCH 


: POWER y g/ een 
g 7 SELECT ON/OFF 


PRODUCT LIST: 


MODEL 
NO. OF INPUT 
NO. OF OUTPUT 
TYPE OF CONNECTORS 
DIMENSION W xD xH (mm) 
SHIPPING WEIGHT (kg) 


DA4108 


25 pins Sub-D 


195 x 155 x 55 


DA410S 


* Sharing one common device for multicomputer system via RS-232 interface. 

* Completely automatic channel selection. No switch to turn, no cables to 
swap. 

* Fully transparent on control code and data. 

* Push button switch is useful for manual selection. 

* Independent on computer’s system and O.S. 

* Time-out selectable from 5 to 60 seconds. 

* Provide 7 LEDs for line status display. 


SPECIFICATION: 

INTERFACE: 

RS-232/V.24 compatible serial interface. 

SIGNALS AND PROTOCOL: 

Support signals TD(#2), RD(#3), RTS(#4), CTS(#5), DSR(#6), DCD(#8) and 
DTR(#20) for both input and output ports. 

CHANNEL SELECTION AND CONTROL: ; 
Integrated electronic circuit performs channel scanning and automatic signal 
detection and selection. Manual selection can be done by pressing push button 
switch. 


PANEL CONTROL: 

* ON/OFF-Turn the power on and off. 

* SELECT-Manually select the user. 
TIME-OUT: 
5, 20, 40 and 60 seconds selectable. Other internal upon request. 
POWER SUPPLY: 
12V AC/DC, 500ma. Power adapter available for AC 110V/60Hz and 
220-240V/S0Hz. 


- 


DATA SWITCH 


DS4-SERIES DELUXE TYPE 


FEATURES: 

* High quality wires soldering 

* With deluxe plastic front panel 

* W/1.2mm heavy metal case and rotary switch 

* sturdy, fully shielded metal housing equipped w/ anti-slip rubber foot 
* Easy to install no power required 

* Packed with styrofoam and gift box 


DS2-SERIES STANDARD TYPE 


FEATURES: 

* High Quality Wires Soldering 

* With 1.2mm Heavy Metal Case And Rotary Switch 

* Sturdy,fully shielded metal housing equipped w/Anti-Slip Rubber Foot 
* Easy To Install. No Power required 

* Dimension: 185 x 130 x 55mm For 2,3 way 210 x 155 x 62mm 4-way 


SoxC. / D ; 
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DS3-SERIES ECONOMIC TYPE 


FEATURES: 

* High quality wires soldering 

* With 1.2 m/m heavy metal case and rotary switch 

* Sturdy fully shield metal housing equipped anti-slip rubber foot 
* Easy to install no power required 

* Packing each set into a gift box 


CONNECTOR COMMON 
APPLICATIONS 
DB-25 IBM PC, SERIAL 2 WAY 
PARALLEL PRINTER 3 WAY 
ey PLOTTERS AND MODEMS 4WAY 
CROSSING 
DB-15 ETHERNET AUI 2 WAY 
3 WAY 
uel 4 WAY 
CROSSING 
DB-9 IBM AT SERIAL PORT, IBM 2 WAY 
MONITOR PORT MACINTOSH 3 WAY 


aay 128/512K MODELS SERIAL PORT. 4 WAY 
SOME APPLE LESER WRITER CROSSING 
MODELS SERIAL PORT. 
36P CENT PARALLEL 36P CENTRONIC 2 WAY 
3 WAY 
4 WAY 
CROSSING 
HDD-15 IBM PS/2. MONITOR 2 WAY 
3 WAY 
4 WAY 
CROSSING 
BNC COAXIAL 2 WAY 
3 WAY 
=| | mall | 4 WAY 
CROSSING 
TWINAXIAL IBM SYSTEM 34, 36, 38, 520 2 WAY 
3 WAY 
ey 4 WAY 
CROSSING 
MINI DIN 8P APPLE RELATED PRODUCTS 2 WAY 
(APPLE MAC II SERIES, SE, 3 WAY 
MAC+, IMAGEWRITER II 4 WAY 
PRINTERS SERIAL PORT.) CROSSING 
RJ45 DATA TELPHONE 2 WAY 
3 WAY 
SS 4 WAY 
CROSSING 
RJ12 DATA TELPHONE 2 WAY 
3 WAY 
ae 4 WAY 
CROSSIN 
DB-9 DIN-S USED IBM PC/XT, AT 2 WAY 
MONITOR AND 3 WAY 
ee KEYBOARD 4 WAY 
CROSSING 
HDD-15 | MIN DIN 6P USED ON IBM PS/2 PC 2 WAY 
MONITOR AND 3 WAY 
KEYBOARD 4 WAY 
CROSSING 
CNSOP USED ON S.C.S.I. INTERFACE 2 WAY 
3 WAY 
4 WAY 
CROSSING 
DATA CONN USED ON IBM TOKEN RING 2 WAY 
SYSTEM 3 WAY 
&) 4 WAY 
CROSSING 


SUPER-THIN GENDER CHANGER 


AP250-1 
AP250-2 
AP250-3 
AP251-1 
AP251-2 
AP251-3 
AP252-1 
AP252-2 
AP252-3 
AP253-1 
AP253-2 
AP253-3 
AP256-1 
AP256-2 
AP256-3 
AP257-1 
AP257-2 
AP257-3 


SIZE: DB9P 
DBISP 
DB25P 
DB37P 
CN36P 
CNSOP 
CN14P 
CN24P 


RS 232TO MODULAR ADAPTOR 


30.80 
39.10 
53.00 
19.30 
62.00 
77.00 
39.00 
49.30 


KX XK XK eee 


D-9P M/M 
D-9P F/F 
D-9P M/F 
D-15P M/M 
D-15P F/F 
D-1S5SP M/F 
D-25P M/M 
D-25P F/F 
D-25P M/F 
D-37P M/M 
D-37P F/F 
D-37P M/F 


CENT. 36P M/M 
CENT. 36P F/F 
CENT. 36P M/F 
CENT. 50P M/M 
CENT. 50P F/F 
CENT. 50P M/F 


18.20 
18.20 
18.20 
18.20 
19.00 
19.00 
19.00 
19.00 


xX xX KX KEK as 


12.50 mm 
12.50 mm 
12.50 mm 
12.50 mm 
15.00 mm 
15.00 mm 
15.00 mm 
15.00 mm 


AP050 D-25M/RJ11 (6P4C) 
AP051 D-25M/RJ12 (6P6C) 
AP052 D-25M/DEC (6P6C) 
AP053 D-25M/RJ45 (8P8C) 
AP055 D-25F/RJ11 (6P4C) 
AP056 D-25F/RJ12 (6P6C) 
AP057 D-25F/DEC (6P6C) 
AP058 D-25F/RJ45 (8P8C) 


8C  =6C or 4C Digital 
ay. non-keyed keyed 


(DEG) 


AP020 D-1S5M/RJ11 (6P4C) 
AP021 D-15M/RJ12 (6P6C) 
AP022 D-15M/DEC (6P6C) 


} 5 AP023 D-15M/RJ45 (8P8C) 
lf il <a, )) AP025 D-15F/RJ11 (6P4C) 
’ AP026 D-15F/RJ12 (6P6C) 
s/h ne ®% AP027 D-15F/DEC (6P6C) 
= ge q AP028 D-15F/RJ45 (8P8C) 
7 L te 


cca 8C aac or 4C Digital 
Type non-keyed keyed 


(DEC) 


aos) 


AP030 
AP031 
AP032 
AP033 
AP035 
AP036 
AP037 
AP038 


D-25M/RJ11 (6P4C) 
D-25M/RJ12 (6P6C) 
D-25M/DEC (6P6C) 
D-25M/RJ45 (8P8C) 
D-25F/RJ11 (6P4C) 
D-25F/RJ12 (6P6C) 
D-25F/DEC (6P6C) 
D-25F/RJ45 (8P8C) 


Taecc 


8C 8C_ 6C or 4C Digital 
Type non-keyed keyed 


APO10 
APO11 
AP0O12 
AP013 
APOI5 
APO16 
APO17 
APO18 


Sie 


(DEC) 


D-9M/RJ11 (6P4C) 
D-9M/RJ12 (6P6C) 
D-9M/DEC  (6P6C) 
D-9M/RJ45_ (8P8C) 
D-9F/RJ11  (6P4C) 
D-9F/RJ12  (6P6C) 
D-9F/DEC  (6P6C) 
D- ‘a ayes 


6c or E eS 


Bae non-keyed keyed 


(DEC) 


S.C.S.l. CABLES 


D030 a ~ 'NDO31 ND033 


HALF PITCH 1.27mm HALF PITCH 1.27mm IDC FLAT CABLE RECEPTACLE 1.27mm PCB MOUNT 
SOLDERLESS MICRO-PIERCE TYPE TYPE CONTACT NO. 26, 36, 50, 100 TERMINAL CLIP TYPE CONTACT 


CONTACT NO. 26, 36, 50, 100 NO. 26, 36, 50, 100 


CA720 CA721 CA724 
8.C.S.I. SYSTEMS CABLE S.C.S.1. PERIPHERAL CABLE (50C) oe TENSION CABLE 
SPEC: DB25P (M) TO SOP CENT (M) SPEC: SOP CENT MALE TO MALE SPEC: 50P CENT MALE TO FEMALE (50C) 


CAT711 CA467 PaE4 . CAT710 
S.C.S.I. TERMINATOR S.C.S.I. FLAT CABLE !DS 50P TO 2X S.C.S.I. TERMINATOR 
SPEC: 50P CENT MALE CENT 50P (F) NETAL SHELL SPEC: 50P CENT M/F 


CA450 CA465 CA451 

IBM PC/XT HARD DISK DRIVER CABLE IBM FLOPPY DISK DRIVER CABLE IBM PC/AT HARD DISK DRIVER CABLE 

SPEC: 34P CARD-EDGE TO 34P IDC SPEC: 34P IDC SOCKET TO 2x 34P IDC SPEC: 2x 34P CARD-EDGE TO 34P IDC 
CONN CARD EDGE CONN 20P CARD-EDGE TO 20P 
20P CARD-EDGE TO 20P IDC IDC CONN 2x 34P CARD-EDGE 


CONN TO 34P IDC CONN 


* 


* 


* 


* 


* 


* 


* 


* 


* 


Positive strain relief. 


Attached thumbscrews. 


SCSI-II cables: SOpairs with copper braid 
shield UL2990 

IBM Type 6 cables: Two twisted pairs 
#26AWG stranded conductors CL2 
approval 

Twinax cable 

RGB display cable low capacitance 
750hm UL2919 

Ethernet transceiver cable meets IEEE 
802.3 equal Belden 9892 

Multi conductor cable shielded with 
aluminum mylar foil 

Multi twisted pair cable shielded with 
aluminum mylar foil and copper braid 
Twisted Pair telephone flat cable 4 pair 
+ 1 drain wire 

IBM Type 3 cables: PVC media cable for 
telephone cable available on 2 pair, 3 
pair, 4 pair CL2 approval 


Outer Jacket 


Foil shield 


Drain wire 


Aluminum shielding 


Outer molded 


a are ae See 


Inner molded 


Gold plated pins and Connector 


“IBM TYPE3 


TWISTED PAIR TEL 


S 


MULTI TWISTED PAIR 


} 
Conductors — 


i 
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ETHERNET DROP CABLE (STRAIGHT TYPE) 

SPEC: DB15P (M) WITH POST LOCK TO 
DBIS5P (F) WITH SLIDE LATCH 
ASSEMBLY WITH METAL HOOD 

WIRE: EQUAL BELDEN 9892 IEEE802.3 


CA207 

RGB CABLE 

SPEC: 4X BNC PLUG TO 4X BNC PLUG 
WITH FERRITE CORE 


ETHERNET AND RGB CABLES 


Pi a ae ane eee . 


LN421 CA216 
ETHERNET DROP CABLE (RIGHT ANGLE RGB CABLE 
TYPE) SPEC: D-9P (M) TO 3X BNC PLUG WITH 


SPEC: DBI5P (M) WITH POST LOCK TO 
DBISP (F) WITH SLIDE LATCH 
ASSEMBLY WITH METAL HOOD 

WIRE: EQUAL BELDEN 9892 IEEE802.3 


FERRITE CORE 


CA227 CA241 

RGB CABLE RGB CABLE 

SPEC: D-15P (M) TO 4X BNC PLUG SPEC: HDD-15P (M) + HDD-1I5P (F) TO 2X5 
BNC PLUG 


LN450 

TWINAXIAL CABLE 

GOOD WAY PRODUCES HIGH QUALITY100 
OHM TWINAXIAL CABLE, DESIGNED TO 
NETWORK THE IBM SYSTEMS 34, 36, 38, 5251. 
REMOTE MODEL 12 AND COMPATIBLE 
TWINAXIAL DEVICES. 


LN430 

COAXIAL CABLE 

GOOD WAY PRODUCES HIGH QUALITY 
COAXIAL CABLE IN MOLDED OR 
ASSEMBLY TYPE WITH RGS58, 59 OR RG62 
FOR A VARIETY OF APPLICATIONS AND 
LOCAL AREA NETWORK! 


CA960 
AC POWER CORD, VDE APPROVAL 


CA9S51 
AC POWER EXENSION CORD,UL & USA 
APPROVAL 


CA952 
AC POWER CONVERTER CORD 


CA950 
AC POWER CORD,UL & CSA APPROVAL 


IBM COMPUTER CABLES 


CAOI1 CAO013 CA024 

IBM PRINTER CABLE (25C) IBM PRINTER CABLE (25C) IBM PRINTER CABLE (18C) 

SPEC: DB25P (M) TO 36P CENT (M) SPEC: DB25P (M) TO 36P CENT (M) SPEC: DB25P (M) TO 36P CENT (M) 
LEFT ANGLE CABLE ENTRY ASSEMBLY TYPE 
FM PIN 1, 19 i. 


CA109 CA100 CA135 
RS232 MODEM CABLE (25C) 36P CENT PRINTER CABLE (36C) ACSI CABLE 
SPEC: DB25P MALE TO MALE SPEC: 36P CENTRONIC MALE TO MALE SPEC: DBI9P MALE TO MALE 


CAI50 CAI61 CA163 
IBM PC/AT MODEM CABLE (9C) IBM PC MONITOR EXT CABLE RGB COLOR MONITOR CABLE 
SPEC: DB25P (M) TO DB9P (F) SPEC: DB9P MALE TO FEMALE SPEC: DB9P (M) TO DIN 8P (M) 


CA164 CA166 CA250 
IBM PS/2 MONITOR CABLE IBM PS/2 MONITOR EXT CABLE IBM PC KEYBOARD EXT CABLE 
SPEC: HDDISP (M) TO DB9P (M) SPEC: HDDIS5SP MALE TO FEMALE SPEC: DIN SP MALE TO FEMALE 


c yore , 


BM COMPUTER CABLES 


hd 
Z 


F Re oven : sae 

~CA052 CA053 CA308 

IBM PC & PS/2 TO HP7550 PLOTTER IBM PC & PS/2 TO EPSON EX800 FX85 & 4-HEAD MOLDED CABLE 
CABLE EX1000 CABLE SPEC: DB9(F)/DB25(F) TO DB25(F)/DB9(F) 
SPEC: DB9P (F) TO DB25P (F) + DB25P (F) SPEC: DB25P (F) TO DB9P (F) + DIN6P(M) 


CAI75 CA177 CA252 

IBM PS/2 VGA TO MITSUBISHI & IBM PS/2 VGA TO SONY MONITOR IBM PS/2 KEYBOARD EXT CABLE 
THOMPSON MONITOR CABLE CABLE SPEC: MINI DIN 6P MALE TO FEMALE 
SPEC: HDD15P (M) TO DB25P (M) SPEC: HDDI5P (M) TO DB9P (M) 


CAOS51 CA054 CA309 

IBM PC/XT TO HP PLOTTER/LASER IBM PC TO LAS 128 PRINTER CABLE PC/XT, AT MONITOR & KEYBOARD 
CABLE SPEC: DBI5P (M) TO 36P CENT (M) TRANSFER CABLE 

SPEC: DB25P MALE TO FEMALE SPEC: D-15P (F) TO D-9P (M) + DIN-5P (M) 


CAT725 CA253 . CA305 
S.C.S.I. 488 CABLE IBM PC TO PS/2 KEYBOARD CABLE RS449 MODEM CABLE 
SPEC: DBSOP (M) TO SOP CENT (M) SPEC: mini DIN 69(M) to DIN SP (F) SPEC: DB50P MALE TO MALE 


IBM COMPUTER CABLES 


CA301 CA307 


CA300 

IEEE-488 BUS CABLE IEEE-488 BUS CABLE RS449/422 CABLE 

SPEC: 24P CENT. M/F TO M/F MOLDED SPEC: 24P CENT. M/F TO M/F ASSY SPEC: DB37P MALE TO FEMALE 
LY PE TYPE W/METAL HOOD 


CA315 . CA306 TC030 


MOUSE CABLE DB37P TO 4X DB25P MOLDED CABLE SDL PLUG EXTENDER 
SPEC: DB37P MALE TO 3 x DB25P MALE CABLE (MOLD TYPE) 


+ DB25P FEMALE 


APPLE COMPUTER CABLES 


CA800 CA801 CA803 
MAC + IIGS TO IMAGEWRITER II CABLE MAC+, I1GS TO IMAGEWRITER I MAC + IIGS TO HAYES MODEM 
SPEC: MINI DIN 8P MALE TO MALE CABLE CABLE 

SPEC: MINI DIN 8P (M) TO DB25P (M) SPEC: MINI DIN 8P (M) TO DB25P (M) 


CAB8I8 CA820 =i CA821 
MAC TO CONVERTER CABLE MAC 512, SE TO IMAGE WRITER II CABLE MACS12, SE TO IMAGE WRITERI CABLE 
SPEC: MINI DIN 8P (M) TO DB9 (F) SPEC: MINI DIN 8P (M) TO DBOP (M) SPEC: DB9P(M) TO DB25P(M) 


a 


aes Os oh St Ale »* 
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\PPLE COMPUTER CABLES 


CA826 CA840 


MAC 128/512 TO HAYES MODEM CABLE APPLE SUPER SERIAL CARD TO 
SPEC: D-9P (M) TO D-25P (M) MODEM 


SPEC: MINI DIN8P (M) TO D-25P (M) 


aS 


CA850 CA852 CA860 
MAC MONITOR EXT. CABLE MAC TO PRINCETON ULTRASYNC APPLE TALK CABLE 
SPEC: DBISP MALE TO FEMALE MONITOR CABLE SPEC: MINI DIN 3P MALE TO MALE 


SPEC: DBI5P (M) TO DB25P (M) 


CA861 CA851 CA863 
MINI DIN EXTENSION CABLE MAC TO NEC MULTISYNC MONITOR PHONE NET TO APPLE TALK CABLE 
SPEC: MINI DIN 8P MALE TO FEMALE CABLE SPEC: MINI DIN 3P TO RJ11 


SPEC: DISP (M) TO D9P (M) 


* 
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CA835 CA866 CA865 
APPLE II C TO IMAGEWRITER II CABLE MAC KEYBOARD EXT. CABLE (COILED) ADB BUS EXT CABLE 


SPEC: MINI DIN 8P (M) TO DIN 5P (M) SPEC: MINI DIN 4P (M) TO (F) SPEC: MINI DIN 4P (M) TO (F) 


AP120 AP135 AP 140 


AT ADAPTOR PRINTER PARALLEL ADAPTOR CENTRONIC GENDER CHANGER 
SPEC:DB2S5SP(M) TO DB9P(F) DB25P (M) TO 36P CENT (M) 36P CENT. MALE TO MALE 


AP112 AP110 AP 145 
RS232 DB25P GENDER CHANGER DBISP GENDER CHANGER DB37P GENDER CHANGER 
SPEC:DB2S5P(M) TO (M) SPEC: DBI5P(F) TO (F) SPEC: DB37P MALE TO MALE 


AP 100-1 DB9P AP 104 AP 169 
GENDER CHANGER VGA ADAPTOR MICROSOFT MOUSE ADAPTOR 
SPEC:DB9P(M) TO (M) SPEC:DB9P(M) TO HDD-15P (M) SPEC: DB25P (M) TO DB9P(M) 5C 


APISS AP156 AP 160 
IBM PC TO PS/2 KEYBOARD ADAPTOR PS/2 KEYBOARD ADAPTOR RIGHT MINI DIN EXTENDER 
SPEC: MINI DIN 6P (M) TO DIN 5P (F) ANGLE SPEC: MINI8P (F) TO (F) 


SPEC: MINI6P (M) TO DIM SP (F) 


a = el ~~ ° 


AP174 
_ RS232 QUICK TESTER ASSEMBLY TYPE 


AP175 
RS232C QUICK TESTER MOLD TYPE 


AND ADATPORS 


AP200 
RS232 WIRING BOX 


AP192 
RS232 NULL MODEM 


AP 162 
SPLICE BLOCK 


AP 166 
MAC MOUSE ADAPTOR 


SPEC: DB9P (M) TO MINI DIN 8P (F) 


ETHERNET DROP CABLE METAL DIE-CAST 


HOOD 
LN400: STRAIGHT TYPE 
LN401: RIGHT ANGLE TYPE 


AP 165 
PS2 MOUSE ADAPTOR 
SPEC: DB9P (M) TO MINI DIN 6P (M) 


NH120-25C 
DB25P SNAP-ON HOOD (METALIZED) 


NH120-09G 
DB9P SNAP-ON HOOD 
(PLASTIC) 


NH118-25G 
DB25P SNAP-ON HOOD W/THUMB 
SCREW (PLASTIC) 


NH121-09C 
DB9P SNAP-ON HOOD W/THUMB 
SCREW (METALIZED) 


LAN AND VIDEO CONNECTORS 


NBOO1 


NBOO2 


NBOO3 


NBO04 
NBOOS 
NBO020 
NBO21 

NBIOI 

NB104 
NB107 
NB108 
NB109 
NBI10 
NBII1 
NBI12 
NB114 
NB115 


NB132 
NBISO 
NBIS51 


NB152 


NB160-5 
NB160- 


NBI60- 
NBI61-5 


NB162 
NB201 
NB202 
NB203 
NB302 
NB303 
NB305 
NB308 
NB310 
NB312 
B403 
B404 
B408 
BS501 
B503 
BS11 
B519 
B526 
B523 
BS31 
B532 
Boo 


TLE Ay Fb PEED E, I! br LES Leg IL 


NB115- 


01 


TWINAX CLAMP TYPE MALE (IBM 7362229) 
(UG-421B/U) 

TWINAX FEMALE TO FEMALE SPLICE 

(IBM 7362230) 

TWINAX FEMALE BULKHEAD FRONT 

MOUNT (IBM7362179) 

TWINAX T ADAPTOR F-F-F (IBM6851167) 
TWINAX T ADAPTOR F-M-F (1BM4178269) 
TWINAX FEMALE TO FEMALE BULKHEAD (UG-493A/U) 
TWINAX MALE CONN. CRIMP ON 

BNC CLAMP TYPE MALE 

BNC CRIMP TYPE MALE 

NC TWIST-ON TYPE MALE 

NC TWIST-ON FEMALE 


B 

B 

BNC MALE CHASSIS MOUNT 
BNC FEMALE CHASSIS MOUNT 
B 


NC F-F PANEL MOUNT 
BNC FEMALE TO FEMALE 


NC RIGHT ANGLE M-F ADAPTOR 
NC F-M-F ADAPTOR 


AME NBII5 BUT W/1FT (MOLD TYPE) 
NC M-M-M ADAPTOR 
NC JACK R/A PCB MOUNT-METAL 


NC JACK R/A PCB MOUNT HIGH 
ROEDEE: 


C JACK R/A PCB MOUNT 
/1TH 2SCREWS) 

C TERMINATOR (50 ohm) 
C TERMINATOR (75 ohm) 
BNC TERMINATOR (93 ohm) 
BNC TERMINATOR W/CHAIN 


BNC DUST CAP W/CHAIN 

N CLAMP TYPE MALE (UG-603/U) 
N CLAMP TYPE FEMALE 

N CRIMP TYPE MALE 

TNC CRIMP TYPE MALE 

ING CRIMP Y RESBEMAIE 

TNC TWIST ON MALE 
T 
T 


Bw 


eer eo eeieise) les) les) 
PLL 


TNC FEMALE CHASSIS MOUNT 
NC F-F ADAPTOR 

TNC R/A MALE TO FEMALE 

SMA CRIMP TYPE MALE 

SMA CRIMP TYPE FEMALE 

SMA R/A MALE TO FEMALE 

BNC MALE TO RCA FEMALE 

BNC MALE TO UHF FEMALE 

N MALE TO BNC FEMALE 

RCA MALE TO BNC FEMALE 

MINI UHF FEMALE TO TNC MALE 
MINI UHF MALE TO TNC FEMALE 
SMA MALE TO TNC MALE 

SMA FEMALE TO TNC MALE 

SMA FEMALE TO BNC MALE 
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